
ЗАТОЧНОЕ УСТРОЙТВО BLITZ PRO
РУКОВОДСТВО ПО ЭКСПЛУАТАЦИИ 

TSPROF BLITZ PRO SHARPENING DEVICE
USER MANUAL



ENGLISH

Content:

1. Purpose......................................................................................................................................................................................................................17

2. Technical characteristics...............................................................................................................................................................................17

3. Safety requirements........................................................................................................................................................................................18

4. Construction.........................................................................................................................................................................................................19

5. Preparing for work...........................................................................................................................................................................................20

6. Operating procedure.....................................................................................................................................................................................26

7. Cleaning and maintenance.......................................................................................................................................................................28

8. Storage and transportation.....................................................................................................................................................................28

9. Utilization...............................................................................................................................................................................................................28

10. Warranty obligations....................................................................................................................................................................................29

Certificate of acceptance and sale............................................................................................................................................................31

16



ATTENTION! 

Please read these operating User Manual carefully before using the device. Improper operation 
of the devices may result in personal injury and damage to the device.

The manufacturer is not responsible for damages caused by improper use of the devices.

1. PURPOSE 

 ◇ The TSPROF BLITZ PRO sharpening device (hereinafter referred to as the device) provides double sided sharpening of knives 
(without resetting), grinding and finishing of the sharpening edges of the blades.

 ◇ The device allows to get the specified knife sharpening angles with simple translational movements of abrasives of different 
thickness. 

 ◇ The device is intended for use in domestic conditions with an ambient temperature from 5 to 35°C.

2. TECHNICAL CHARACTERISTICS 

Characteristic Value

Тhickness of sharpened knives in the spine, mm up to 4.5

Blade length of sharpened knives, mm

Length of the abrasives, mm

Тhickness of the abrasives, mm

Dimensions of the device,  HxLxW, mm*

Device weight, g

Maximum sharpening angle (per side)

Minimum sharpening angle (per side)

up to 280

up to 150

3 - 15.6

113х130х134

1550

35°

8°

* without abrasive holder in the folded state

WATCH VIDEO 
INSTRUCTION:
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3. SAFETY REQUIREMENTS

 ◇ For safe use of the device, please read these User Manual carefully.

 ◇ The device is not intended for use by persons (including children) with reduced physical or mental capabilities or lack of 
experience or knowledge, unless they have been supervised or instructed to use it by a person responsible for their safety. 

 ◇ Children must be supervised to avoid playing with the device.

 ◇ Before you start working with the device, prepare the work area, freeing it from extraneous objects.

 ◇ Make sure that the device is stable on the table. If necessary, secure the device with a clamp to the edge of the table.

 ◇ Do not operate the device in poor light.

 ◇ Do not apply excessive force to the knife during operation. Even with grinding, a light pressure is enoughto remove the metal.

 ◇ When working with the device, it is recommended to use gloves with cut protection.

 ◇ Keep in mind that the blade of the knife may cause injury if handled carelessly.

 ◇ Do not leave unattended the device prepared for operation, open, not covered knife blade in the access area of children and 
animals.
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4. CONSTRUCTION 

1. Stand
2. Movable abrasive clamp
3. Handle
4. Abrasive holder
5. Frame of the rotary 

mechanism
6. Knife clamps, 2 pcs.
7. Stationary abrasive clamp 
8. Coupling
9. Hing
10. Hinged joint

11. Adjusting knob of the 
thickness compensator

12. Sharpening angle fixation 
thumbscrew 

13. The rotary mechanism body 
frame

14. Sharpening angle adjuster 
15. Frame
16. Flip lever 
17. Lock

The design Features of the TSPROF BLITZ PRO:

 ◇ folding hinged joint (10) and collapsible abrasive holder (4), 
reducing the overall dimensions of the device by transportation 
and storage;

 ◇ a rotary mechanism that changes the side of the knife 
when sharpening without resetting it, while preserving the 
sharpening angles after turning;

 ◇ secondary bevel sharpening finish; 

 ◇ maintaining the position of the cutting edge of the knife in 
space when changing the sharpening angle with the adjuster 
(14);

 ◇ height-adjustable hinge (9) that allows you to freely remove 
the abrasive holder from the sharpening zone and expand the 
range of sharpening angles. 
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5. PREPARING FOR WORK 
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(fig. 2)

The numbers of component parts in the text are indicated by (fig. 1).

5.1 Open the hinged joint (10) to the working position and, overcoming
the resistance of the spring, turn the lock (17) counterclockwise until it stops 

(fig. 2).

5.2 Insert the abrasive holder (4) into the coupling (8) and secure it 
with the screw (fig. 3).

5.3 Insert the assembled abrasive holder into the hinged joint (10) 
(fig. 4).

1

2

(fig. 3)

(fig. 4)
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(fig. 5)

150 mm

5.4 To install the abrasive of the desired gritness in the abrasive 
holder, you have pull the movable abrasive clamp (2) towards the 
handle (3), insert the abrasive and release the clamp (fig. 5).

To install an abrasive of a different length than the supplied one,
loosen the screw of the second stop with a 1.5 mm hex wrench, put 
the stop in the desired position, 
tighten the screw (Fig. 6).

5.5 Set the adjusting knob (11) to a position equal to the thickness of
the abrasive. The thickness of the abrasive in millimeters 
corresponds to the divisions on the compensator handle, the scale 
division is 0.5 mm. If the abrasive is mounted on the blank, the 
compensator is set to the position equal to the sum of the thickness 
of the abrasive and the blank (fig. 7). The adjusting knob (11) can also 
be used to form micro-secondary bevels on the blade, with a scale 
division corresponding to 0.13°.

(fig. 6)

<150 mm

(fig. 7)

3
3



22

(fig. 8)

5.6 Installing clamps.
For sharpening knives of different lengths and 
shapes, the device provides the possibility of 
resetting the clamps. (6) (fig. 8)

160 х 210 mm

140 х 170 mm

Long kitchen knives

Hunting + folding

Folding

Multitools
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Resetting the clamps in the selected version is performed as
follows:

 ◇ loosen the thumbscrew (12);

 ◇ place the clamp at the desired position (fig. 9);

 ◇ tighten the thumbscrew;

 ◇ for a better fixation, use an L-shaped key (fig. 11);

5.7 Setting the sharpening angle is made by the regulator (14), which moves
the body (13), changing the angle between the knife and the abrasive. 
Sharpening angles are displayed on a scale with icons of the main types of 
knives (fig. 12) and are shown in the table:

(fig. 9) (fig. 10)

(fig. 11)

Icon Type of the knife The range of 
sharpening angles 

per side

Fillet knife 8 - 13 °

Kitchen knife 13 - 18 °

Hunting knife, EDC-knife 18 - 22 °

Chopping knife 22 - 25 °

(fig. 12)

The sharpening angles in the table are valid when installing the 
сompensator (11) in a position corresponding to the thickness of the abrasive 
(see 6.5) and the distance of the cutting edge of the knife from the edge of 
the jaws of the clamps 17 mm (knife width from 20 to 36 mm).
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The adjuster (14) sets the scale in dicator opposite or near the 
corresponding icon. The sharpening 
angles in the table are valid when installing the compensator (11) in 
a position corresponding to 
the thickness of the abrasive (see 6.5) and the distance of the 
cutting edge of the knife from the 
edge of the jaws of the clamps 17 mm.

If it is necessary to sharpen at an angle of more than 25° per side, 
use the retractable hinge 
joint. Extend the hinge joint to the required height and fix it with a 
screw (fig. 13). The 
measuring of the angle in this case is carried out by using a marker 
(see 6.2), In this case, the 
angle measuring is carried out using a marker, or with the help of 
the digital protractor installed 
on the reference plane for the protractor (purchased separately).

Installation of the protractor’s reference plane:
 ◇ Align the holes of the plane with the mounting holes on 
theframe of the device. (fig. 14)

 ◇ Use the screws to fix the plane on the frame (fig. 14)

Using the protractor:
 ◇ Approximately set the hinge joint to the required height. The 
hinge joint allows you to add from 0 to 10° to the sharpening 
angle.

 ◇ Install the holder with the abrasive on the knife, perpendicular 
to the cutting edge (fig. 15). The abrasive thickness 
сompensator must be placed in the correct position (see 5.6).

(fig. 13)

(fig. 14)

(fig. 15)
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 ◇ Place the protractor with a magnetic base on a stationary 
clamp and reset the protractor readings (fig. 16).

 ◇ Move the holder with the abrasive to the side and install the 
protractor on the plane for the protractor. Use the regulator to 
set the desired angle (fig. 17).

(fig. 16)

(fig. 17)



6. OPERATING PROCEDURE

6.1 Select the clamp installation option that matches the shape
and size of your knife. Install the knife in the clamps so that the 
blade’s reach over the edges of the jaws is as close as possible to 17 
mm. Tighten the clamp screws with the 2mm clamp screwdriver 
from the kit. The jaws of the clamp should touch the knife tightly 
and without gaps, however, it is not necessary to apply excessive 
force when tightening, so as not to damage the jaws and screws of 
the clamps (fig. 18).

(fig. 18)17 mm
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*only for a knife with a maximum width of 36 mm

If the blade of the knife is thinner than 1.5 mm, replace the screws
in the clamps with the screws M2.5x6 from the kit.

6.2 Fix the abrasive of the desired gritness in the holder (see 6.4)
and install the knob (11) in the appropriate position (see 6.5). In 
order to get the existing angle, apply a paint marker on the edge 
of the knife, then run an abrasive over it and, focusing on 
the trace, adjust the sharpening angle so that in one movement 
the paint is removed across the entire width of the edge. Tighten 
the screw (12), remove the remaining paint with a napkin (fig. 19).

(fig. 19)
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6.3 Sharpen the knife until a burr appears along the entire cutting 
edge on the back side, pull the abrasive holder (4) to the side, pull 
the flip lever (16) towards yourself and turn over the frame 
with the knife. Then sharpen the second side of the knife also until a 
burr appears on the back side (fig. 20).

6.4 Change the abrasives to smaller ones and repeat the operation
(see 6.3.). Do not forget to set the knob (11) in the position 
corresponding to the thickness of the abrasive. During the 
sharpening process, micro-secondary bevels can be formed by 
increasing the sharpening angle by adjusting the compensator (11) 
by one division (0.13°). After finishing sharpening, wipe the knife 
with a soft cloth.

(fig. 20)



7. CLEANING AND MAINTENANCE

7.1 Clean the device from abrasive residues and metal dust with a
soft cloth after each use.

7.2 Do not wash the device with abrasives, detergents, or under 
running water.

7.3 For proper operation of internal mechanisms it is necessary to 
periodically lubricate the device with industrial oil. There is a certain 
amount of oil in the device when it is delivered. Later on you need 
to add 2 drops of oil every 2-3 months to the oil tank, closed with a 
rubber stopper. For convenience use a syringe (fig. 21). Lubricate the 
clamp screws (6) with the same frequency.

(fig. 21)

28

8. STORAGE AND TRANSPORTATION

Store the device in its packaging or protected from dust at a temperature of +1 to +40°С. It is allowed to be transported by all types of
transport at temperatures from -40 to +50 ° C. If the device is transported at subzero temperatures, its use is allowed only after being in a 
room with a recommended temperature interval for at least 3 hours.

9. UTILIZATION

Utilization of the device and packaging is provided in accordance with the rules in the field of waste management of production and
consumption.  If possible, utilization of paper, polymer, and metal is provided in containers intended for these materials.
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10. WARRANTY OBLIGATIONS 

Current warranty conditions are listed on the Manufacturer’s website.In 
case of contradictions, the conditions posted on the Manufacturer’s website 
have priority: 
https://shop.tsprof.com/help/warranty/

The warranty period for the product is 1 year from the date of sale, but not 
more than 1.5 years from the date of manufacture.

The warranty period can be extended according to special programs from 
the Manufacturer. The date of sale is the date of registration of shipping 
documents and/or the date of filling in the warranty card.

This warranty entitles the Buyer to free repair of the product in case 
of defects related to materials and assembly. Warranty, as well as non-
warranty and post-warranty repairs are carried out directly from the 
Manufacturer.

The warranty does not apply to packaging materials.

Warranty repair of partially or completely disassembled equipment is 
excluded. Such repairs are possible on a paid basis.

WARRANTY REPAIRS ARE NOT CARRIED OUT IN THE FOLLOWING CASES:

 ◇ if the equipment is not used for the intended purpose specified in the 
operating instructions;

 ◇ if the equipment is not used for the intended purpose specified in the 
operating instructions;

 ◇ in case of defects due to non-compliance with the rules of storage and 
transportation, force majeure, as well as unfavorable atmospheric or 

other external influences on the equipment, such as rain, snow, high 
humidity, heating, aggressive environments, etc.;

 ◇ in case of damage due to non-compliance with the operating 
conditions provided in the  instructions or self-introduction of 
structural changes;

 ◇ if foreign objects get into the equipment;

 ◇ in the case of defects and breakdowns due to untimely scheduled 
maintenance and preventive maintenance, including cleaning and 
lubrication of equipment in accordance with the requirements of the 
operating instructions.

Setup, adjustment, maintenance and preventive maintenance of
equipment (for example: cleaning, washing, lubrication, replacement of 
technical fluids) is not considered a warranty service and is provided on a 
paid basis.

The equipment is removed from the warranty in case of violation of the 
operating rules specified in the operating instructions. To send a product 
for warranty, non-warranty, post-warranty service, it is mandatory to send a 
сonsumer complaint to service@tsprof.com

The address for sending the product: Russia, Udmurt Republic, 426065,
Izhevsk, ul. 10 let Oktyabrya, 80, office 405, ООО «Techno-studia Profil».
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СВИДЕТЕЛЬСТВО О ПРИЕМКЕ И ПРОДАЖЕ 
CERTIFICATE OF ACCEPTANCE AND SALE

The TSPROF Blitz Pro sharpening device complies with the technical documentation and found to be serviceable.

Устройство заточное TSPROF Blitz Pro соответствует технической документации и признано годным для эксплуатации. 

Serial no.: 

Дата приемки:
Date of acceptance:

Контролер:
Inspector:

/

Заполняется при продаже:
Filled in at the time of sale:

Дата:
Date of sale:

Подпись продавца:
Seller’s Signature:



RUS

TSPROF.COM
+7 (800) 550-22-14
+7 (3412) 79-40-19
info@tsprof.com
Производитель: ООО «Техностудия Профиль», 
426065, Удмуртская Республика, г. Ижевск, 
ул. 10 лет Октября, д. 80, офис 405.

ENG

SHOP.TSPROF.COM
+1 (877) 638-82-48
sales@tsprof.com
Manufacturer: OOO «TSPROF», 426065, the Udmurt 
Republic, Izhevsk, 10 let Oktyabrya str., 80, office 405.


