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 COMPLETED UNITS3.ATTENTION!

      
            

    

CHARACTERISTIC VALUE

Тhickness of sharpened knives in the spine, mm up to 4,5

up to 400

up to 100

up to 150

Blade length of sharpened knives, mm

Blade width of sharpened knives, mm

Length of the abrasives, mm

Тhickness of the abrasives, mm

Dimensions of the device,  HxLxW, mm*

Device weight, g

Maximum sharpening angle (per side)

Minimum sharpening angle (per side)

* without abrasive holder in the folded state

NAME OF THE COMPONENT PRODUCT
TYPE OF CONFIGURATION TSPROF BLITZ

BASE FULLSTANDARD

 Blitz 360 body

numbering: guide with coupling, abrasive holder)
Blitz 360 abrasive holder (delivered disassembled 

Screw М2,5х6 - 2 pcs.

Hinged joint

Coarse, Coarse, Medium Fine)*

Diamond plates on the blanks - 3 pcs.(Extra 

Coarse, Coarse, Medium, Fine, Very Fine)*

  Diamond plates on the blanks - 5 pcs. (Extra 

Leather on the blank

Polishing paste Dialux Blank

Alcohol wipes - 5 pcs.

Marker

Allen key 1,5 mm

Allen key 2 mm

Screwdriver for clamps 2 mm

User Manual

Packaging **

Shipping container

independently

On the website TSPROF.COM is provided a list of additional accessories, which can be purchased 

**the device can be packed in a wooden box or a micro-cardboard box

*hereinafter-abrasive

2. TECHNICAL CHARACTERISTICS

The device is intended for use in domestic conditions with an ambient temperature from 5 to 35 C.

of abrasives of different thickness.

The device allows to get the specified knife sharpening angles  with simple  translational movements 

sharpening of knives (without resetting), grinding and finishing of the sharpening edges of the blades.

The TSPROF BLITZ 360 sharpening device (hereinafter referred to as the device) provides double sided 

1. PURPOSE

The manufacturer is not responsible for damages caused by improper use of the devices.

devices may result in personal injury and damage to the device.

Please read these operating User Manual carefully before using the device. Improper operation of the 

Digital protractor
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. CONSTRUCTION5SAFETY REQUIREMENTS4.

area of children and animals.

Do not leave unattended the device prepared for operation, open, not covered knife blade in the access 

       

   
                 

it by a person responsible for their safety.

capabilities or lack of experience or knowledge, unless they have been supervised or instructed to use 

The device is not intended for use by persons (including children) with reduced physical or mental 

For safe use of the device, please read these User Manual carefully.

- Lock
- Flip lever
- Frame
- Sharpening angle adjuster
- The rotary mechanism body frame

  

- Hinge
- Coupling
- Stationary abrasive clamp
- Knife clamps, 2 pcs.

- Abrasive holder
- Handle
- Movable abrasive clamp
- Stand

sharpening zone and expand the range of sharpening angles.
height-adjustable hinge (9) that allows you to freely remove the abrasive holder from the 

angle with the adjuster (14); 
maintaining the position of the cutting edge of the knife in space when changing the sharpening 

     
               

 

The design features of the TSPROF BLITZ 360 sharpening device are:

edge of the table.

Make sure that the device is stable on the table. If necessary, secure the device with a clamp to the 

Before you start working with the device, prepare the work area, freeing it from extraneous objects.

Children must be supervised to avoid playing with the device.

Keep in mind that the blade of the knife may cause injury if handled carelessly.

When working with the device, it is recommended to use gloves with cut protection.

enough to remove the metal.

Do not apply excessive force to the knife during operation. Even with grinding, a light pressure is 

Do not operate the device in poor light.

- Digital protractor reference plane

- Adjusting knob of the thickness compensator 
- Hinged joint

- Sharpening angle fixation thumbscrew

 secondary bevel sharpening finish;

universal abrasive holder both: on and without the blank;

preserving the sharpening angles after turning;
a rotary mechanism that changes the side of the knife when sharpening without resetting it, while 

device by transportation and storage;
folding hinged joint (10) and collapsible abrasive holder (4), reducing the overall dimensions of the 
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 PREPARING FOR WORK6.

(Fig. 2)

(Fig. 3)

(Fig. 4)

  (Fig. 7) 

(Fig. 6)

<150 mm

(Fig. 5)

150 mm

1

The numbers of component parts in the text are indicated by (Fig. 1).

1.5 mm second stop screw, set the stop to the desired position, tighten the screw (Fig. 6). 
To install an abrasive of a different length than the supplied length, loosen with allen key 

 
      

   

     
    

6.3 Insert the assembled abrasive holder into the hinged joint (10) (Fig. 4).

6.2 Insert the abrasive holder (4) into the coupling (8) and secure it with the screw (Fig. 3).

turn the lock (17) counterclockwise until it stops (Fig. 2).
6.1 Open the hinged joint (10) to the working position and, overcoming the resistance of the spring, 

clamp (2) towards the handle (3), insert the abrasive and release the clamp (Fig. 5).

6.4 Install the abrasive of the desired gritness in the abrasive holder, then pull the movable abrasive

secondary bevels on the blade, with the division price corresponding to 0.13о.
the thickness of the abrasive and the blank (Fig. 7). The adjusting knob (11) can also be used to form 
mm. If the abrasive is mounted on the blank, the compensator is set to the position equal to the sum  of 
abrasive in millimeters corresponds to the divisions on the compensator handle, the division price is0.5 
6.5 Set the adjusting knob (11) to a position equal to the thickness of the abrasive. The thickness of the 
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(Fig. 8)

(Fig. 10)

(Fig. 11)

(Fig. 12)

is opposite the bushing screw. Pull the hinge down until it stops and tighten the bushing screw (Fig. 8). 
of the bushing and the position of the stand and install the hinge in them so that the bar on the hinge axis 
Remove the bushing from the hinge axis and install it in the groove of the hinge support. Align the holes 
6.7 Installing the Blitz 360 hinge. 

from 7 mm to 15.6 mm. 
with a total thickness of 3 to 7 mm. The other is for installing abrasives without blanks with a thickness 
has two sides for the installation of abrasives. One side is intended for installation of abrasives on blanks 
6.6 The Blitz 360 abrasive holder allows for the installation of abrasives both on and without blanks and 

(Fig. 9).
 

6.8 Installing the clamps.

return the frame with the clamp to the horizontal position (Fig. 10). 
desired position and tighten the screw back; 
unscrew the clamp mounting screw on the frame with a 2 mm allen key, set the clamp to the 

pull the flip lever (16) and turn the frame with clamps to the vertical position; 
stops;
use the adjuster (14) to set the body of the rotary mechanism (13) in the upper position until it 

(Fig. 9)

Icon Type of the knife eThe range of sharpening angles per sid

Fillet-knife

Kitchen knife

Hunting knife, EDC-knife

Chopping knife

(Fig. 11) and are shown in the table: 
6.7 Sharpening angles are displayed on a scale with icons of the main types of knives
(13),changing the angle between the knife and the abrasive.

You can place an order for the delivery of the TSPROF Angle Cube on the website tsprof.com. 

showed the desired sharpening angle, fix the hinge with a screw (Fig. 12)
             

      
              

                 

The adjuster (14) sets the scale in dicator opposite or near the corresponding icon. The sharpening 

The sharpening angles in the table are indicated per each side of the knife 

Clamps repositioning is performed as follows:

compensator to the desired position and/or raise the hinge on the needed height that protractor

 To set the sharpening angle more accurately use the digital protractor (included in the
kit or purchased separately). For this purpose you need to set the protractor on its

 plane (5), turn it on with button On/Off, reset with Zero button, move on the abrasive holder (4), set the

To sharpen different in length and shape knives,the device provides for various clamps positioning options (6)

6.9 Setting the sharpening angle is made by the regulator (14), which moves the body

loosen the thumbscrew (12)

thickness of the abrasive (see p. 6.5) and the distance from the cutting edge to the edge of clamp 
jaws 17 mm.

angles in the table are valid when installing the adjusting knob (11) in the position corresponding to the
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17 mm

(Fig. 13)

(Fig. 14)

(Fig. 15)

damage the jaws and screws of the clamps (Fig.13).
tightly without gaps to the knife, but excessive force should not be applied when tightening, so as not to 
the clamps with a screwdriver for clamps of 2 mm from the package.The jaws of the clamps should fit 
in the clamps so that the blade reaches the edge of the jaws as close as possible to 17 mm. Tighten 
7.1 Select the clamp installation option that matches the shape and size of your knife. Place the knife 

.  OPERATING PROCEDURE7

adjust the sharpening angle so that in one movement the paint is sanded along the entire width of the 
marker mark on the sharpening edge of the knife, run an abrasive along it and, focusing on the track, 
the appropriate position (see p. 6.5). In order to get to the angle the knife was sharpened on, apply a 

               

 

reverse site (Fig. 15).
knife 180о (Fig. 15). Sharpen the second side of the knife also until the burr appears on the 
pull the abrasive holder (4) to the side, pull the flip lever (16) and turn the frame with the 
7.3 Sharpen the knife until there is a burr along the entire cutting edge on the reverse side, 

syringe (Fig. 16). 
2 drops of oil every 2-3months to the oil tank, closed with a rubber stopper. For convenience use a 
industrial oil. There is a certain amount of oil in the device when it is delivered. Later on you need to add 
8.3 For proper operation of internal mechanisms it is necessary to periodically lubricate the device with 

8.2 Do not wash the device with abrasives, detergents, or under running water.

8.1 Clean the device from abrasive residues and metal dust with a soft cloth after each use. 

CLEANING AND MAINTENANCE

division (0,13). After sharpening, wipe the knife with a soft cloth.

7.4 Change the abrasives to smaller ones and repeat the operation in p. 7.3. Do not forget to set the 

(Fig. 16)

the same frequency 
Lubricate the clamp screws (6) with 

sharpening edge. Tighten the thumbscrew (12) and remove any remaining paint with a cloth (Fig. 14).

 knob (11) in the position corresponding to the thickness of the abrasive. In the process of
sharpening, you can form secondary bevel - the knob (11) increases the sharpening angle by one

the kit 
If the knife blade is thinner than 1.5 mm, replace the screws in the clamps with the M2,5x6 screws from 

7.2 Fix the abrasive of the desired gritness in the holder (see p. 6.4) and install the  knob (11) in
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 STORAGE AND TRANSPORTATION9.

to be serviceable. 
complies with the technical documentation and found 

Date of acceptance:

Signature of the inspector:

Transcript of the signature:

Th tampe inspection department s :

Date of sale:

Signature of the seller:

Transcript of the signature:

The TSPROF BLITZ 360 sharpening device N

 CERTIFICATE OF ACCEPTANCE AND SALE12.

Store the device in its packaging or protected from dust at a temperature of +1 to +40 С. 

for at least 3 hours with the recommended temperature conditions. 
device is transported at negative temperatures, using it allowed only after being in the room 
It is allowed to transport all types of transport at temperatures from -40 to +50 C. If the 

  
            

11.2 Service life of the device - 3 years. 

defects caused by force majeure or third parties.
maintenance and care;
increased wear and tear as a result of using the device for production purposes, as well as, improper 
operating manual;
unauthorized changes to the device design including installation of parts, not covered by this 

failure to comply with the manufacturer's rules for storage, transportation, and preparation for work; 11
locking the mobile elements of the device when foreign objects get inside; 

damage or malfunction of the device caused by pets, household insects and rodents, other people; 
device; 

  presence of mechanical damage, traces of chemical influences that occurred during operation of the 
it is not intended; 

  non-compliance with the operating rules set out in this manual, use of the device for purposes for which 

The following cases are not guaranteed: 
with the delivery set and packaging.
to the consumer, the device must be replaced. When return the device the consumer is obliged to return it 
If the consumer detects any defects that occurred during the manufacture and transportation of the device 
The warranty period does not apply to consumables. 
the date of purchase, the service life is calculated from the date of manufacture of the device. 
11.1 The warranty period of the device is 1 year from the date of purchase. If there are no documents with 

WARRANTY OBLIGATIONS11.

If possible, utilization of paper, polymer, and metal is provided in containers intended for these materials. 
management of production and consumption. 
Utilization of the device and packaging is provided in accordance with the rules in the field of waste 

UTILIZATION10.

     
                

phone number +18776388248 and by e-mail sales@tsprof.com
11.3 Questions related to the warranty service of the device can be asked by calling the toll-free (USA)
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